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Pillow Block Bearings
UED LED UYD LYD Series Pillow Block Bearings

Model
Dimensions (mm) Load capacity (kN)

Fig.
Mass

d A A₁ A₂ Da H H₁ J N Radial Axial kg

UED 205 2S 25 21.5 2 9 60 95 34 76 8.7 3.6 1.8 1 0.31

LED 205 2F 25 21.8 2 9 60 95 34 76 8.7 3.6 1.8 2 0.34

UYD 205 2S 25 25.5 2 9 60 95 34 76 8.7 3.6 1.8 3 0.34

LYD 205 2F 25 28.9 2 9 60 95 34 76 8.7 3.6 1.8 4 0.39

UED 206 2S 30 23.5 2.5 9.5 71 112 38 90.5 10.5 5 2.5 1 0.43

LED 206 2F 30 24.7 2.5 9.5 71 112 38 90.5 10.5 5 2.5 2 0.49

UYD 206 2S 30 29.2 2.5 9.5 71 112 38 90.5 10.5 5 2.5 3 0.49

LYD 206 2F 30 32.6 2.5 9.5 71 112 38 90.5 10.5 5 2.5 4 0.56

UED 207 2S 35 25.8 2.5 10.5 81 122 45 100 10.5 6.5 3.2 1 0.65

LED 207 2F 35 28 2.5 10.5 81 122 45 100 10.5 6.5 3.2 2 0.72

UYD 207 2S 35 31.9 2.5 10.5 81 122 45 100 10.5 6.5 3.2 3 0.77

LYD 207 2F 35 34.8 2.5 10.5 81 122 45 100 10.5 6.5 3.2 4 0.85


